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Call us for brochures on our entire
range of Laser and Optical products

For pricing & demonstration contact

• Sales
• Service
• Rentals

Fully Automatic Self Levelling
setup – switch on – measure

Tilt Control
Gives you security against unintentional knocks

or change of height of laser

Tough and Waterproof
Its sealed glass fibre reinforced housing makes

the laser water and dust proof

Visible Laser (class 2)
By utilising a receiver (optional) the laser will 

provide years of outdoor use in rugged field 

environments

Battery Life
Standard Alkaline will give over 60 hours use

Made by QBL (Quante)
Germany since 1976141414

Choose a detector for your outdoor use

 Tough  Waterproof  Very Accurate
1.8mm @ 30m

250m plus radius (500m dia)

IP65 (water & dustproof)

Single & Dual Grade up to ±12%

(up and down arrows)

12%

Horizontal height control - Manual slope in X & Y direction

Water and
Dust Proof

Visible Laser Beam

Power
ON/OFF

Automatic
Tilt Control

Battery Indicator

Battery Base Lock

Integrated
Interface for Updates

Concretors

Grading & Paving

Internal Roof Tilts

General Contractors

Servo Driven

Waterproof

Thunder
Accuracy 0.75mm
LCD indicates
grade position
Exterior model
includes Rod Clamp
Water proof & dust proof
Auto shut off after 30mins

Lightning
LCD back & front display
Selectable on-grade accuracy
4 accuracy settings
Includes Clamp
Back Lit front & rear display
Water & dust proof
Loud beeper, can be heard
on noisy jobsites!
Auto shut off after 30mins

Cyclone
Large LCDs back & front
3 Sound settings
9 channel grade display
Strong, durable clamp
Water proof
Back lit front & rear display
7 distinct accuracy
levels, including 3 for
industrial alignment
Auto shut off after 30mins

Apache
Apache

Apache

Made in the USA

Inbuilt
Handle

Glass Lighthouse

Grade Up + Down

Specifications accurate at time of printing  E&OE


